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3 @ evonik

NB 0800 INDUST_RIES

EN 14388:2005
Yol Trafigi Guraltd Azaltim Araglari

PLEXIGLAS SOUNDSTOP® uriintiniin Avrupa Komisyonu Avrupa Y&netmeligi
89/106/EEC’ deki gereksinimlerle uyumlulugu

Malzeme Tescilli Markasi: PLEXIGLAS SOUNDSTOP®

MFPA Leipzig GmbH, NB 0800 tarafindan hazirlanan

Test Raporu S2.2/09-508

Tanimi: ISO 7823-1 veya ISO 7823-2' ye gore polimetiimetaakrilit ten mamul akustik
eleman

PLEXIGLAS SOUNDSTOP® agagidaki standartlan saglamaktadir:

- EN 14388: 2005 Yol trafigi gurultd azaltim araglar,

- EN 1793-2: 1997 Yol trafigi gurtlti azaltim araglar — Akustik performansin
belirlenmesi i¢in test metodu — Bélum 2: Hava doguslu ses yalitimina esas
dzellikler,

- EN1793-3: 1997 Yol Trafigi guriltd azaltim araglari — Akustik performansin
belirlenmesi icin test metodu,

- EN 1794-1: Yol Trafigi glrtlth azaltim araglari — Akustik olmayan performans —
Bolim 1: Mekanik performans ve dayanikhlik yukumlalikleri,

- EN 1794-2: 2003 Yol trafik gurultu azaltim araglari — Akustik olmayan performans
— Bolim 2; Genel glivenlik ve gevresel yukimlilikler,

- EN 14389-1: 2008 Yol trafigi gurtitu azaltim araglari — Uzun dénem
performansinin degerlendiriimesine yonelik prosediirler — B6lim 1 — Akustik
ozellikler,

- EN 14389-2: 2004 Yol trafigi gurilti azaltim araglar - Uzun dénem
performansinin degerlendiriimesine yonelik prosedirler — Bolim 1 — Akustik
olmayan ozellikler,
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Uretim kalite kontrolti sertifikasi: EN ISO 9001:2008

€

EVONIK

INDUSTRIES

Test Sayi Standart { Alinan Sonu¢
Ik Tip Testi S2.2/09-508 EN 14388:2005 B3
Darbe Testi 300.161/k-e EN 1794-2: EKB | Sinif 6
Distk yangin yukune karsi 3459/1570-A- EN 1794-2: EKA | Sinif 3
| direng Fe/Wi
Firlayan taglara karsi direng | 3459/1570-A- EN 1794-2: EK A | Zarar

| Fe/Wi goriimedi
Hava doguslu ses yalitimi P-BA 242/2008 EN 1793-2 Sinif B3
Kar birikiminden olusan 309.761-e EN 17941, EKE | Gegti
dinamik yik
Evonik Para-Chemie GmbH
i.V. Stiilpnagel i. A. Figl
Satig Mudurl Teknik Servis
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@ evonik

NB 0800

EN 1 4388'2005 Business Unit

Performance Polymers
Road traffic noise reducing devices
Telephone +43 2234 72241 0

Fax +43 2234 72241 5
Compliance of PLEXIGLAS SOUNDSTOP® with the requirements of the European soundstop@evonik.com

Directive 89/106/EEC (Construction products) of the European Commission.
www.evonik.com

Material Trademark. PLEXIGLAS SOUNDSTOP®

Initial Type test report $2,2/09-508 issued by the MFPA Leipzig GmbH, NB 0800
Description: Acoustic element made out of polymethylmethacrylate according to
ISO 7823-1 or ISO 7823-2.

PLEXIGLAS SQUNDSTOP® applies to the fallowing standards:

EN 14388 2005 Road traffic noise reducing devices

- EN1793-2: 1997 Road traffic noise reducing devices — Test method for
determining the acoustic performance —Part 2: Intrinsic characteristics of
airborne sound insulation,

- EN1793-3 1997 Road traffic noise reducing devices — Test method for
determining the acoustic performance,
EN 1794-1, Road traffic noise reducing devices — Non-acoustic performance
— Part 1 Mechanical performance and stability requirements,
EN 1794-2: 2003 Road traffic noise reducing devices — Non-acoustic
performance — Part 2: General safety and environmental requirements,

- EN14389-1; 2008 Road traffic noise reducing devices — Procedures for
assessing long term performance — Part 1 —Acoustical characteristics,

- EN 14389-2: 2004 Road traffic noise reducing devices — Procedures for
assessing long term performance — Nonacoustic characteristics.

Evonik Para-Chemie GmbH
Hauptstrafe 53

2440 Gramatneusied!
Austia

Telefon +43 2234 72241 0
Telelax +43 2234 72241 0
www evonik.cam

Management Board Members
Thomas Putze
Firmenbuchgericht
tandesgericht Korneuburg

FN 155993b,OVR-Nr, 0904953
UID-NR. ATU 42866207

Bankverbindung Osterreich
BA-CA AC Wien, BLZ 12000

) £3e 1 Kro-Nr. 00650210107
mglllzce yas IBAN: AT69 1200 0006 5021 0107
4 BIC: BKAUATWW




Certificate of production guality control: EN 1SO 9001:2008

Test

Number Standard Typical
) Result
| Initial Type test 52.2/09-508 EN 14388:2005 B3
Impact test 300.161 /k-¢ EN 1794-2: Annex B | Class 6 |
Res(stance against low fire load | 3459/1570-A- EN 1794-2, Annex A | Class 3
W Fe/Wi
Resistance against stone 3459/1570-A- EN 1794-2, Annex A | No
projectiles Fe /Wi Damage
Airborne Sound Insulation P-BA 242/2008 EN 1793-2 Class
B3
Dynamic load due to snow 309.761 -e EN 1794-1, Annex E | passed

clearance

Evonik Para-Chemie GmbH

RS Stulpnagél

Sales Manager

Technical Service
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Evonik Para-Chemie GmbH
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WWW EVONIK. COM

Management Board Members
Thomas Putze
Firmenbuchgericht:
Landesgericht Korneuburg

FN 155993b,OVR-Nr. 0904953
UID-NR. ATU 42866207

Bankverbindung Osterreich
BA-CA AG Wien, BLZ 12000
Klo-Nr. 00650210107

IBAN: AT69 1200 0006 50210107
BIC: BKAUATWW
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